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NOTES:

1) ALL JOINTS WITHIN THE RESTRAINED LENGTH SHALL BE RESTRAINED.

2) RESTRAINED DEVICES FOR MJ’S: FOR DUCTILE IRON USE EBAA MEGALUG 1100, STAR PIPE PRODUCTS STARGRIP
3000, OR SIGMA ONE LOK SLD; FOR PVC PIPE USE EBAA 2000PV, OR STAR PIPE PRODUCTS ALLGRIP 3600.

3) RESTRAINING DEVICES FOR PUSH—ON JOINTS: FOR DUCTILE IRON USE U.S. PIPE FIELD LOK GASKETS, U.S. PIPH
TR FLEX PIPE, OR APPROVED EQUAL; RESTRAINED PVC PUSH—ON JOINTS NOT ALLOWED, USE DUCTILE IRON
PIPE ONLY FOR RESTRAINED PUSH—-ON JOINTS.

4) IF THRUST BLOCK IS NOT INSTALLED BEHIND TEE, RESTRAINED LENGTH SHALL BE APPROVED BY OVWC.

5) THIS CONFIGURATION ALLOWED ONLY IF A THRUST BLOCK CANNOT BE INSTALLED BEHIND THE TEE/DEAD END
IN ACCORDANCE WITH OV=3. IF THRUST BLOCK IS INSTALLED, RESTRAINED LENGTH NOT REQUIRED.

6) JOINTS ON CROSSING PIPES SHALL BE RESTRAINED FOR MINIMUM 18 FEET IN EACH DIRECTION.

7) RESTRAINED LENGTHS ARE BASED ON 150 PSI PRESSURE. IF HIGHER PRESSURES OR HIGHER SURGES ARE
ANTICIPATED, THIS TABLE DOSE NOT APPLY AND RESTRAINED LENGTHS SHALL BE APPROVED BY OVWC.
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