GALVANIZED STEEL
COMPANION FLANGE

BOX & LID PER OV—-10
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GALVANIZED STEEL CAP WITH 2" SQUARE, MALE PLUG, WRAP
THREADS WITH TEFLON TAPE OR ANTI-SEIZE

NPT STANDARD PIPE THREADS
CHRISTY B1017 TRAFFIC RATED BOX & LID
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NOTES:
1. FITTINGS SHALL BE DUCTILE IRON, AWWA C110 OR C153.

2. PROVIDE 6 INCHES SAND BEDDING. BACKFILL WITH SAND TO
12 INCHES ABOVE THE TOP OF PIPE. COMPACT TO 90%
RELATIVE COMPACTION.

3. THESE JOINTS MAY BE FLANGED, RESTRAINED MECHANICAL
JOINT WITH OVWC APPROVED RESTRAINING DEVICES, OR OVWC

APPROVED EQUAL.

4. ALL BURIED METAL SHALL BE ENCASED WITH 8 MIL POLYETHYLENE
SO THAT NO SOIL IS IN CONTACT WITH METAL.
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CONCRETE BLOCKS FOR
LEVELING IF NEEDED

3/4" CRUSHED ROCK
MIN. 12"

DUCTILE IRON PIPE.
VARY LENGTH TO FIT
GRADE REQUIREMENT

THRUST BLOCK WITH
4 SQUARE FEET OF
BEARING AREA AGAINST
UNDISTURBED SOIL.
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4” DUCTILE IRON FL X FL OR
FL X PE WITH RESTRAINT,
LENGTH AS NECESSARY TO
LOCATE BLOW OFF PER PLANS

N

ORANGE VALE WATER COMPANY

TYPICAL 4" BLOW
OFF ASSEMBLY
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