S0

R

——SPLICE RUN TOGETHER
KEEP CLEAR OF FITTING

TYPICAL LAYOUT

COVER SPLICE WITH 2 WRAPS OF
10 MIL POLYETHYLENE TAPE

SPLICE DETAIL

NOTES:

1. WIRE SHALL BE CONTINUOUS BETWEEN VALVE BOXES,
EXCEPT AS NOTED.

2. LOCATING WIRE SHALL BE LAID ON TOP OF THE WATER MAIN,

AND SHALL BE TAPED TO IT OR THE POLYETHYLENE
ENCASEMENT (IF THE PIPE IS DUCTILE IRON) AT
4’ INTERVALS AND TAPED AT ALL FITTINGS.
TAPE SHALL BE 10 MIL POLYETHYLENE.

3. CONTRACTOR SHALL CONDUCT A CONTINUITY TEST
ON ALL LOCATING WIRE SPLICES.

4. ALL SPLICES SHALL BE SOLDERED OR APPROVED WRAPPED

MECHANICAL CONNECTOR.

SPLICE

(SEE DETAIL)

WATER MAIN

—*

9” MAX.

!

6” LOOP (bare wire)

—=— #10 AWG, SINGLE STRAND,

SOFT DRAWN COPPER
WIRE WITH 1/16" PVC
INSULATION

VALVE DETAIL

ORANGE VALE WATER COMPANY

LOCATING WIRE
FOR WATER MAINS AND
SERVICES
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