SIDEWALK

ASPHALT CONCRETE
/CURB & GUTFE)R/ SUB BASE
N— '

/P

30" MIN. 30" MIN.
36" MAX. 36" MAX.
WATER | SLOPE TO MAIN (TYPICAL) WATER
METER / O to 40° METER
WATER SERVICE LINE 7\ ¢
PER OVWC STANDARDS —*7 ‘
T~ SERVICE TAP
(SEE DETAIL BELOW)
SERVICE TAP LOCATING WIRE

NOTES: DETAIL BRASS BALL CORPORATION STOP
1. CORPORATION STOP, METER CURB STOP AND WATER é%, mﬂ; TTEﬁF%EX‘D CQAI_TEE, B‘?\I—%EEAD

SERVICE LINE SHALL BE THE SAME SIZE. \’/ or Conment T
2. SERVICE SADDLES SHALL BE A SINGLE WIDE BRONZE STRAP W\ \

FOR 1” AND 2" SERVICES. BRONZE “U” BOLTS MAY BE USED 2 RUBBER OR

ON DUCTILE IRON AND OTHER RIGID PIPE WATER MAINS. NEOPRENE GASKET
3. SERVICE SADDLES, CORPORATION STOPS, COUPLING

NUTS, BOLTS, AND ALL APPURTENANCES SHALL BE

BRONZE.
4. SERVICE TAP SHALL BE MADE BETWEEN 20 DEGREES TO 40 - INSTALL ALL BRONZE SERVICE

DEGREES ABOVE THE SPRING LINE OF THE PIPE. SADDLE BEFORE DRILLING
5. SERVICE TAPS SHALL BE A MINIMUM OF 18" FROM ANY JOINT HOLE IN- WATER MAIN

OR OTHER SERVICE SADDLE.
6. INSULATED LOCATING WIRE SHALL BE PROVIDED ON ALL SERVICE

LINES, PER DRAWING OV—11. WIRE SHALL BE CONNECTED TO

LOCATING WIRE ALONG WATER MAIN FOR CONTINUITY. ORANGE VALE WATER COMPANY
7. ALL BURIED METAL SHALL BE ENCASED WITH 8 MIL

POLYETHYLENE SO THAT NO SOIL IS IN CONTACT WITH METAL.

1"-2" WATER SERVICE
INSTALLATION
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